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Kempertec Asphalt Primer
Asphalt Primer

Kempertec Asphalt Primer is a general purpose, single component, asphalt primer to promote 
adhesion of the Kemperol Modified Bitumen membranes to approved substrates.

Kempertec Asphalt Primer is used for hot-mopped, cold-applied, and self-adhered membrane
applications. The primer may be used for damp proofing on below grade walls.

0.5 gal/100 s.f. Coverage may vary with absorption rate.

Store pails in a well-ventilated area far away from any heat source. Shelf life is 24 months from 
date of manufacture.
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1. Surfaces to receive primer must be clean, dry and free from any foreign matter such as dirt, oils, 
    grease or other debris that could inhibit adhesion.
2. On recoveries, inspect the existing roof substrate for blisters, buckles, and raised edges. Check 
    all flashings, edges, drains, valleys and vents. Repairs should be made as needed prior to the 
    application.
3. Do Not use on wet or damp surfaces, on surfaces previously covered with coal tar based 
    products, or Kynar® finishes.

1. Do not apply if inclement weather is expected within 24 hours.
2. Do not heat with an open flame.
3. Not recommended for applications on substartes that exceed 140 °F.
4. Mix well prior to application.
5. Kempertec Asphalt Primer may be applied with a high pressure spray or roller.
6. Avoid applying the product too thick.
7. The Kempertec Asphalt primer can be applied by a high pressure spray or roller in a uniform 
    layer at an approximate rate of 0.5 gallons per 100 s.f. Coverage rate may vary depending on 
    ambient temperature, surface porosity, as well as applicator and/or application technique.
    Apply adhesive in 45 °F and rising ambient temperature. Store the product at room
    temperature for 24 hours prior to application.
8. Wait 2 to 8 hours to allow primer to set before installing other products over it.

Use all product before discarding empty container. Uncured Kempertec Asphalt Primer must be 
handled accordance with local, state and federal regulations.

Kempertec Asphalt Primer
Item#: 			   Size:
KMB-AP-5 		  4.75 US GAL (18 L); 36 pails/pallet, approx. 1,542 lbs (699.44 kg)

Sustainability Information
Rapidly renewable resource
Recycled content % (post / pre)
Manufacture location

n/a
n/a / 13.3
Mississippi

Physical Properties Test 
Value

Test Procedure

Weight/gal (lb)
Flash Point (° F)

VOC (gm/L)

7.5
>105

<350

ASDM D1475
PMCC
Calculated 

Adhesive Properties



DISCLAIMER: NO WARRANTY, EXPRESS OR IMPLIED, IS MADE IN THIS DOCUMENT. THE PRODUCT IS NOT CLAIMED TO BE 
MERCHANTABLE OR FIT FOR ANY PARTICULAR PURPOSE. User and certified Kemper System America, Inc. (KSA) applicators 
determine suitability only. See individual KSA product data sheets, SDS sheets, guide specifications and details for complete 
information regarding the suitability, application and handling of KSA products.
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